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4" DIA. ROOF DRAIN ¢§
4" OVERFLOW

ROOF DRAIN ¢ OVERFLOW
TO DAYLIGHT

4" SIDEWALK
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FOOTING
SEE STRUCTURAL

N

H ROOF DRAIN UNDER SIDEWALK

SCALE: 3/4" = I'-O"

LATERAL FORCE BRACING (4) GA. WIRES
DIAGONALLY @ MAX I12' 0.C. BOTH WAYS

ATTACH PER |.BC. SECTION 8034 ACOUSTIC LAY-IN CEILING TILE (TYP.)

SUSPENDED GRID SYSTEM

NOTE:

* SUPPORT TERMINAL ENDS OF CROSS AND MAIN RUNNER

INDEPENDENTLY A MIN. OF &" FROM EA. WALL WITH NO. 12 GA.

VERTICAL HANGER MIN. 12 GA. WIRE SPACED
MAX. 46" O.C. EACH WAY - WIRES MAY SLOPE

* PROVIDE ONE SAFETY WIRE AT EACH END OF LIGHTING MAX. 1:6 FROM VERTICAL

FIXTURES, WIRED THRU &RID AND FIXTURE-WIRE MAY BE SLACK.

B 2x2 SUSPENDED CEILING

NTS

12 DEA. WIRE @ EACH CORNER
CORNER (SLACK-NO TENSION)
TO STRUCTURE

— 12 &A. VERTICAL SUSFPENSION
CEILING &RID MAIN RUNNER — \/A WIRE @ 12'-0" O.CEW
)

RECESSED LIGHT FIXTURE HOUSING

CEILING &RID MAIN RUNNER

@ LIGHT FIXTURE SUPPORT

NTS

NOTE: ADAPT TO ROOF STRUCTURE AS REQUIRED.

HVAC UNIT
ALy, (UNITS TO
SHEET PREFABRICATED BE LEVEL)
METAL CURB SUPPLIED
METAL | | CURB SUPFLIE RIGID INSULATION
COUNTER . FIBER CANT AND
— % MANUFACTURER 4 TWO-PLY FELT
> (TYPE MAY VARY o' (TTP) FLASHING OR AS
X WITH MANUFACTURER) —— _ _ REQUIRED PER
ROOFING
_ TREATED WOOD 3 | \ MANUFACTURER'S
NAILER (SIZE AS e SPECIFICATIONS
mmgc_mt
FASTEN TO ROOF >
FASTE ROOF DECK
NOTE: SEE
STRUCTURAL FOR

:

DESIEN LOADS.

B FLASHING @ HVAC UNITS

SCALE: I" = |-O"
NOTE:
CONDUIT SHALL PROTRUDE THRU ROOF A
MINIMUM OF 16" AWAY FROM ANY EQUIPMENT
BASE AND 18" AWAY FROM OTHER PLUMBING KEYED NOTES

VENTS, PIPES, OR CONDUITS. AHv CONDUIT

Q) SHEET METAL SLEEVE

@ @ S-LATER COLLAR OVER SLEEVE
4 o" | FLANGE ON ROOFING MEMBRANE

) (4) SHEET METAL FLASHING SOLDER
& JOINTS
ROOFING SYSTEM OVER PLYWOOD
(6) DECK

| SEALANT CONTINUOUS ALL AROUND

n ELEC. PENETRATION @ ROOF

SCALE: | 1/2" = I'-O"

KEYED NOTES
(1) VENT PIPE

() 4 LBS LEAD FLASHING
B) ROOF MEMBRANE OVER LEAD FLANGE

4) CLASS "A" MEMBRANE ROOFING OVER
PLYWOOD DECK

NOTE:

ALL PLUMBING VENTS SHALL PROTRUDE A
MINIMUM OF 10'-O" AWAY FROM ANY
EQUIPMENT BASE AND 18" AWAY FROM OTHER
PLUMBING VENTS AND CONDUIT JACKS.

@ PLUMBING VENT @ ROOF

SCALE: I" = I'-O"

B NOT USED
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FLASH AND COUNTER

FLASH

BUILT-UP ROOF
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SEE STRUCTURAL

u FLASHING @ CMU WALL

SCALE:| I/12" = I'-O"

CONCRETE MASTIC
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FLASH AND oz 7
COUNTER FLASH

BUILT-UP ROOF

A

|

FLASH AND COUNTER
FLASH

BUILT-UP ROOF
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A 2" X 6" T¢G PLYWD.
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TRUSSES PER STRUC. L

LEDEER PER STRUC.

BEAM
PER STRUC.

B TRUSS BRG. @ CMU  WALL

SCALE: | 1/2" = I'-O"

THIS DRAWING AND ANY
ELECTRONIC MEDIA IS AN
INSTRUMENT OF SERVICE &
SHALL REMAIN THE PROPERTY
OF P/D ARCHITECTS WHETHER
THE PROJECT FOR WHICH THIS
DRAWING IS MADE IS EXECUTED
OR NOT. THEY ARE NOT TO BE
USED BY THE OWNER ON OTHER
PROJECTS OR EXTENSIONS OF
THIS PROJECT EXCEPT BY
WRITTEN AGREEMENT AND/OR
APPROPRIATE COMPENSATION
TO P/D ARCHITECTS.©
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COPYRIGHT®© 2006
BY P/D ARCHITECTS

THESE DRAWINGS ARE NOT FOR
CONSTRUCTION UNTIL ALL ITEMS
ARE INITIALED AND DATED

INTAL DATE

SUBMITTED TO CITY
ISSUED FOR BIDDING

FINAL COORDINATION &
APPROVAL HAS NOT
BEEN COMPLETED

CITY APPROVAL
ISSUED FOR CONST.

G.C. SHALL REVISE BID
TO OWNER WITHIN 3

WORKING DAYS OR G.C.
ASSUMES ALL CHANGES
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